
MATERIAL FACT SHEET 

HK-JT11K1M4BJ

General Data
Product Hierarchy IAK30233

SERVO and Motion

HK-JT

Ext. Material Group 10 STANDARD ITEM

ABC Indicator C (Non-Stock Material / Make-to-Order)

FA-Servo-Motion: Servo Motor
Series MELSERVO-J5

Type HK-JT

Power Supply (V) 400

Rated Capacity (kW) 11

Inertia LOW INERTIA

Rated Torque (Nm) 70

Maximum Torque (Nm) 210

Rated Speed (rpm) 1500

Maximum Speed (rpm) 3000

Inertia (kg*cm2) 240

Brake YES

Shaft Type STRAIGHT SHAFT

Protection Class IP67

Current Type AC

Encoder Type 26-BIT

Encoder Resolution (p/rev) 67108864

Product Dimensions & Weight
Width (mm) 235

Height (mm) 289,3

Depth (mm) 523,5

Weight (kg) 74

Logistic Dimensions & Gross Weight
Length (cm) 75,0

Width (cm) 37,0

Height (cm) 48,0

Gross Weight (kg) 81,050

Volume (cdm) 133,200

Stock Data
Planned Delivery Time (Days) 128

Life Cycle
Sales Start 10.12.2024

Predecessor No Predecessor

Additional Product Information
Battery included NO

Export Data
Commodity Code 85015220

Legal Control (Dual Use List) Not Listed

Country of Origin Japan (JP)

Preference Status (Supplier Declaration) Non EU



Environmental
Dangerous Goods Class NO

RoHS Compliance COMPLIANT

Conformity
CE COMPLIANT




